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KTE – CONTROL BOX KK KTE 09.14 EN 

DIMENSIONS GENERAL INFORMATION 

 

Control box is dedicated for one unit Leo KM. It 
supply fan of the water heater, exhaust fan and 
additional peripherals of equipment. KTE lead alarm 
in case of pollution of filters, dangerous freezing of 
heat exchanger.  

Power supply: 230V / 50Hz 

IP / Isolation class: 54 

Weight: 2kg 

SIGNAL LEDS  

D1…D10 – yellow  
KTB mode:  
D1 Led on – mixing chamber is open;  
D1 Led flashing – thermostatic mode, temperature is reached, mixing chamber is closed, in case of drop 
temperature, the mixing chamber will be opened.  
D10 Led on – mixing chamber is closed  
D10 Led flashing – thermostatic mode, temperature is reached, mixing chamber is closed, in case of drop 
temperature, the mixing chamber will stay closed.  
KTS mode:  
D1…D10 Led on – number of LED being on inform about opening level of the mixing chamber in range 0-
100%  
D1…D10 Led flashing – number of flashing LED inform about opening level of the mixing chamber; 
thermostatic mode, temperature is reached, mixing chamber is closed, in case of drop temperature, the 
mixing chamber will be opened with set level (numbers of flashing Led)  
D11 – green Led, exhaust fan operating (WD).  
D12 – red Led, anti freeze alarm.  
D13 – green Led, water heater fan operating (AGW).  
D14 – green Led:  
KTE is on – Led on when valve is open;  
KTE is off – flashing Led inform about standby operating.  
D15 – yellow Led, high pollution of filters .  
D16 - green LED:  
Led on – winter mode, continuously mode  
Led flashing - winter mode, thermostatic mode  
D17 – green LED, Summer mode  
D18 – green LED, KTB mode on  
D19 – green LED, KTS mode on.  
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WIRING DIAGRAMS 
 

 

 
 
 


